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0 to 30 mm

Mobile
measuring bolt
mounted on a

plain bearing, also fitted with
a semi-circular releasing disc
plate.

Measuring inserts 
supplied in pairs. One is 
tighten on the measuring
bolt, the other on the fixed
anvil using one indexing pin
with 1 mm dia. and two 
M1,4 clamping screws.

Resting table with 
vertical and lengthwise
adjustment facility
Table surface area: 
24 x 9,5 mm.
Setting range:
15 mm upright,
14 mm lengthwise.
With tightening screws.

Sensor 
(must be ordered separately),
e.g. dial gauge, electronic 
or precision indicator, 
analogue or digital probe 
with a 8 mm dia. shaft.

Main body 
in cast iron. 
Other parts 

in hardened and ground
steel.

Produced by
used sensor. 
The SH.30 

model has no spring-loaded
measuring force.

Accuracy is 
usually influenced
by the measuring 

instrument as well as both
flatness and parallelism of
the measuring faces of 
used inserts.

Clamping precision
Tolerance in flatness of both
clamping faces: 0,05 mm.
Tolerance for the axial posi-
tion of both indexing pins
against bolt axis : 0,05 mm.
Tolerance for the parallel
position of the table surface
against bolt axis : 0,05 mm.

Also see drawing

Shipping 
packaging

Declaration 
of conformity

INTERAPID small measuring bench SHE.30 for external dimensions, 
without measuring inserts

Tungsten carbide tipped measuring inserts available in pairs
Flat measuring face, 3,5 mm long, 0,4 mm thick
Cylindrical insert with a flat measuring face, 1,2 mm diameter
Cylindrical insert with a flat measuring face, 2 mm diameter
Knife-edged measuring face, 3,5 mm long, 0,05 mm thick, 40°

C O M P A R A T O R S M A L L B E N C H E S

INTERAPID Small Bench SHE.30 or SHE.35
The ideal solution for precise inspection of small part series dedicated to
watchmaking and precision mechanics – Fast in measuring and easily adapt-
able to changes from a workpiece-type to another – Wide choice of measur-
ing inserts specially designed for the broadest variety of metrology applica-
tions.

INTERAPID SHE.30 
for External Dimensions

Inserts with special design available upon request. 
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8 up to 38 mm
(standard
accessory)
Mobile
measuring bolt
mounted on

a plain bearing, also
fitted with a retracting 
ball-shaped handle.

Measuring inserts 
supplied in pairs. Can be
exchanged. Provided with 
a 4 mm dia. fixing shaft.

Height adjustable
resting table
Table surface area: 
40 x 70 mm.
Setting range: 8 mm.
1 tightening screw.
Sensor (must be ordered
separately), e.g. dial gauge,
electronic or precision 
indicator, analogue or 
digital probe with a 8 mm
dia. clamping shaft.

Main body 
in cast iron. 
Other parts in 

hardened and ground 
steel.
Inserts with carbide 
measuring 
faces.

Produced by
used sensor. 
The bench has 

no spring-loaded measuring
force.

Accuracy 
is usually
 influenced 

by the measuring 
 instrument as well as 
the type of used 
inserts.

Shipping 
packaging

Declaration 
of conformity

INTERAPID small bench SHE.35 for internal dimensions, 
with measuring inserts included.

Inserts with special design also available on request

CO M P A R A T O RSM A L L BE N C H E S

INTERAPID SHE.35 for Internal Dimensions


