
H-24

mm in mm in

03330024 QUICK-CONTROL 160 C2 30 ÷ 120 1.19 ÷ 4.72 0 ÷ 90 0 ÷ 3.54

03360022
03360027

03360026

03360065 22 ÷ 120 0.87 ÷ 4.72 0 ÷ 90 0 ÷ 3.54

03360031 11.5 ÷ 60 0.46 ÷ 2.36 0 ÷ 90 0 ÷ 3.54

03360024

03360032

✓

Internal dimensions External dimensions

Provided with the following accessories:
1 Steady insert holder, short.
1 Pair of long inserts for internal/external
diameters, through holes, blind bores, 
grooves and slots with max. depth to 
3,7 mm, max. height to 25 mm.
1 additional insert, 
as above but short.
For use instead of the long one when
measuring at low height.

Option 1– For small dimensions
1 Pair of long inserts with 
a 8 mm dia.clamping shaft, 
6 mm dia. probing head.

Option 2 – For smaller dimensions
1 Pair of inserts for checking
very small bores.
1 Pair of adapters for 
5 mm dia. inserts. 
For use at probing points with a 8 mm dia. 
1 Pair of raising blocks used to scale down 
the width of the slot lying in the middle of 
the upper tool table.

Hardened steel
inserts

Lapped 
measuring faces
2 µm
(QUICK-CONTROL
alone)

Adjustable
from 0 up to10 N.

Can be reversed from 
«neutral» to internal or 
external measuring

Suited
plastic case

Identification
number

Declaration
of conformity

TESA QUICK-CONTROL C2
for Stationary Use
This versatile shop tool allows 2-point measurement of part series using 
one mobile insert coupled with the sensor plus another fixed one fitted with 
a clamp for mounting any dial gauge, precision indicator or axial probe 
having a 8 mm dia. clamping shaft.

• Quick, easy, dependable and precise measurement (repeatability to 2 µm
without the use of the sensor).

• Robust construction, easy to mount and to use.
• Adjustable measuring force.
• Measures workpieces with plan-parallel, cone-shaped or cylindrical sur-

faces, grooves, through holes and blind bores, short centring shoulders
and wall thickness. Also serves to check diameters on gear teeth.

• Detects form and positional errors, i.e. roundness, concentricity and 
coaxiality.

C O M P A R A T O R G A U G E S

TESA QUICK-CONTROL
160 C2
Main tool version within the C2
range. Measures mean to small 
or even very small dimensions 
(see below for details).



H-25

�

mm in mm in

03330026 QUICK-CONTROL C3 AL 32 ÷ 120 1.26 ÷ 4.72 0 ÷ 90 0 ÷ 3.54

03360067

03360068

03360069
03360070

03360066 25 ÷ 120 0.99 ÷ 4.72 0 ÷ 90 0 ÷ 3.54

Hardened steel
inserts

Lapped 
measuring faces
2 µm
(QUICK-CONTROL
alone)

Adjustable from
from 0 up to10 N.

Can be reversed from «neu-
tral» to internal or external
measuring

Suited
plastic case

Identification
number

Declaration
of conformity

Internal dimensions External dimensions

Provided with the following accessories :
1 Mobile standard insert, 
10 mm dia. spherical probing head 
Pair of standard inserts for fixed holder,
10 mm dia. spherical probing head, 
L = 36 mm
1 Fixed insert holder
1 Fixed stop holder

Option 1 – For small dimensions

3 long inserts with a 
8 mm clamping shaft, 
6 mm dia. probing head.

CO M P A R A T O RGA U G E S

TESA QUICK-CONTROL C3
for Stationary Use
Having the same features and capabilities as TESA QUICK-CONTROL C2,
this model also provides an extra transverse insert.

Both mobile and fitted inserts are used for 2-point measurements. The third
one moves transversally, thus enabling a correct positioning of the workpiece,
without the need for locating the culmination point. This insert also allows
workpiece diameter and form errors to be measured at the same time.

TESA QUICK-CONTROL 160 C3 AL
Main version within the C3 tool range for mean to small dimensions.
With a mounted stop-like insert that can be moved in the 45° V-slot.






